STRAIGHT ROUTER

FREZITE.--

to machine wood based materials

EXCELLENT FINISH ON
BOTH SIDES OF THE BOARD

FREZITE presents it's new range of tools for Sizing and
Grooving wood based materials (coated or not), namely
chipboard, plywood and MDF. PCD tools with a spiral

milled body to ensure the best chip flow. “Up & Down"

7

shear design guarantees an excellent cut quality on both

sides of the board.

FREZITE basics, the effective solution with competitive prices.

Technical Information

m Shear angle and staggered cut.

m Spiral design PCD cutting edge.

m Bottom plunge tip in carbide (HW).

Applicattions
m For CNC machines.

Advantages

m Excellent cutting power.
= Optimized chip flow.

= High quality finish.

7 FREZITE basics

Example values for machining chip board

D Lc Lt S z DP Ref. RH
12 25 75 12x40 141 3 A820.012.325.12
16 35 85 16x45 1+ 3 A820.016.335.16
18 43 10 20x55 1+ 3 A820.018.343.20 g
20 52 120 20x55 141 3 A820.020.352.20 £
n: 18.000 - 36.000 RPM. >
Big Challenges,
Great Solutions!
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W oi2x25 018 x 43 Material thickness (mm)
M o16x35 0 20 x 52 n: 18.000 RPM
Material: coated chipboard
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