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SUAVE Cutter

Jointing diamond cutter for chipboard calibration

HIGH FEED SPEEDS WITH
EXCELLENT FINISHING

The tool SUAVE was designed to work on edge banding machines.
Developed for chipboard calibration, with or without coating, this
solution presents symmetrical construction, allowing its use both
with RH and LH rotations.

The increased axial angles and its improved body design provide a gegg,;f%%%opum,
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chip flow optimization ensuring noise reduction during worR.

An excellent finishing, both at the bottom and top of the panel, is
another of its characteristics which allows a great gluing of edge
bands.

The jointing Diamond Cutter SUAVE increases your productivity
and guarantees excellent edge quality!

Advantages

m High feed speeds, up to 45 m/min

Big cut depths

Excellent finishing (on the bottom and top edges)
Noise reduction

Higher productivity

Applications

m Chipboard calibration in edge banding machines

D B d DKN Z Ref.
DP=5mm
100 25 30 8x3 3+3 A827.100.125.30
35 30 8x3 3+3 A827.100.135.30
48 30 8x3 3+3 A827.100.148.30
125 35 30 8x3 3+3 A827.125.135.30
48 30 8x3 3+3 A827.125.148.30

Big Challenges,
FREZITE coup Great Solutions!
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Fraise SUAVE a CALIBRER DP

Fraise en diamant a calibrer et dresser des panneaux

EXCELLENT TRAVAIL DE FINITION
PLUS GRANDE VITESSE DE COUPE

Congue pour étre utilisé sur des plaqueuses de chants,
la fraise SUAVE a Calibrer DP permet calibrer et dresser
des panneaux d'aggloméré avec ou sans revétement. Sa
construction symeétrique permet que le sens de rotation soit
a droite ou soit a gauche. Sa construction optimalisée par les 482710014830
angles d'axes accentués, permet le drainage optimisé des by h’;ﬂei,:o,,o‘a“““
copeaux et la réduction du niveau de bruit.

La fraise soumise a des vitesses d’avance élevées, garantit un
excellent travail de finition soit sUr le revétement inférieur soit
sar le revétement supérieur du panneau, facilite le collage de
la bande de chants et une adhérence parfaite entre la bande
de chants et le panneau.

Avantages
Plus grande vitesse d'avance, jusqu’a 45 m/min

Plus grande profondeur de coupe

Excellent travail de finition sur chacune des faces que comporte I'outil
Niveau de bruit réduit

Accroit la productivité

Application

m Dressage de panneaux sur plaqueuses de chants

D B d DKN Z Ref.
DP=5mm
100 25 30 8x3 3+3 A827.100.125.30
35 30 8x3 3+3 A827.100.135.30
48 30 8x3 3+3 A827.100.148.30
125 35 30 8x3 3+3 A827.125.135.30
48 30 8x3 3+3 A827.125.148.30

Grands Défis,

-
FREZITE Group Excellentes Solutions!
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